
 
 
 

intimus® HDD Granulator 
 
The intimus® HDD Granulator destroys nearly all common optical and magnetic 
media without compromise. The solid and proven cutting unit and the powerful main 
drive provide for destruction of large amounts of common 2.5”, 3.5“ and 5.25” 
HDDs, videocassettes, carbon tapes, printed circuit boards, CD-ROMs, DDS 
and DLT tapes to 30 mm wide pieces. Depending on the respective security 
requirements, the shreds are further shredded and reduced in size within the HDD 
Granulator until they are small enough to get through the optional screen with 20, 10, 
8 or merely 6 mm mesh size, which is installed directly underneath the cutting shafts. 
The fully automatic function control via a Moeller PLC provides for most convenient 
operation with low personnel expenses. Aside from its merely 1.7 sqm footprint, 
the machine requires only a three-phase-outlet Ceekon CEE 16A with 25 A fusing 
(slow blow) for operation. 
The solid chassis from rectangular steel tubes allows for placement of a commercial 
wheelie bin with 240 l capacity (optional equipment) under the cutting block for 
collection of the shreds. Opening the solid door from sheet steel gives access to the 
bin, a limit switch at the door will cut off the machine automatically for maximum 
operational safety. On both sides of the chassis a hand pallet truck or fork lifter can 
be positioned for easy relocation of the machine. All operation buttons, indicator lights 
and the main switch are positioned at the central control cabinet. After pressing the 
START button, all functions are controlled automatically by a specially programmed 
PLC to provide for easy operation even by low-skilled staff.  

 
 



 
 
         Media Shredder  

 

Media are fed continuously via a feeding slot in the top cover of the feed 
hopper made from solid sheet steel. Due to the precision adjustment of 
knife geometry and material feed, the media are processed quickly and 
efficiently. Larger media or several media can be fed at a time by lifting the 
top of the feed cover. For maximum operational safety, a limit switch will 
cut off the machine as soon as the top cover is opened. 

The solid and proven HDD Granulator is equipped with 30 mm wide 
knives from special tool steel and a robust electric geared drive. Knives 
are hardened to precise specifications and use a unique geometry to 
provide for perfect processing of HDDs and other media. Depending on 
the installed screen, they enable a high practical throughput of up to 
approximately 20 to 50 HDDs per hour at low wear and energy 
consumption. The cutting unit is made for industrial applications with a 
service-friendly design, and can be re-sharpened when required. 
As with the usual Single Shaft Disintegrators, installing a screen with a 
different mesh size allows users to adapt the final granule size to the 
required demand. As a standard, mesh sizes of 6, 8, 10 or 20 mm are 
available alternatively. 
 



 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 

Machine dimensions and weight (ready to operate) 
Dimensions   approx. 1,295 x 1,300 mm, 2,088 mm high 
Weight   approx. 1,060 kg 
 

Dimensions and weight packed (with optional wooden crate) 
Dimensions   approx. 1,450 x 1,450 mm, 2,500 mm high 
Weight approx. 1,200 kg 

intimus® HDD Granulator 



 

Cutting block with hybrid technology 
Cutting zone 380 x 500 mm, continuous feeding of 3.5“ HDDs 

via a feed slot in the top cover of the feed 
hopper. Feeding of larger media or larger 
amounts of media at a time possible after 
opening of the top cover of the feed hopper.  

Drive    Electric geared drive 3,0 kW 
 

Fully automated control 
Control   Moeller easy 512 PLC 
Overload protection Electronic torque limitation with Auto-Reverse 

and Auto-Restart, additional motor protection 
switch 

 

Complete Machine 
Shred size   dependant on installed screen 6, 8, 10 or 20 mm 
Throughput   approx. 20 units 3,5” HDDs per hour at 6 mm 
Power supply   400V / 50Hz / 3Ph + N + PE, Ceekon CEE 16A 
Fusing    25 A slow blow, by customer 
Dimensions and weight 1.295 x 1.300 mm, 2.088 mm high, 1.060 kg 

 
 
         Media Shredder  


